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than 2,000 rpm and where n is max-
imum engine speed; and

(iii) 7.7 g/KW-hr (5.7 g/HP-hr) when
maximum engine speed is greater than
or equal to 2,000 rpm.

(3) Limit the emissions of PM in the
stationary CI internal combustion en-
gine exhaust to 0.40 g/KW-hr (0.30 g/HP-
hr).

[71 FR 39172, July 11, 2006, as amended at 76
FR 37971, June 28, 2011]

§60.4216 What requirements must I
meet for engines used in Alaska?

(a) Prior to December 1, 2010, owners
and operators of stationary CI ICE
with a displacement of less than 30 li-
ters per cylinder located in areas of
Alaska not accessible by the FAHS
should refer to 40 CFR part 69 to deter-
mine the diesel fuel requirements ap-
plicable to such engines.

(b) Except as indicated in paragraph
(c) of this section, manufacturers, own-
ers and operators of stationary CI ICE
with a displacement of less than 10 li-
ters per cylinder located in areas of
Alaska not accessible by the FAHS
may meet the requirements of this sub-
part by manufacturing and installing
engines meeting the requirements of 40
CFR parts 94 or 1042, as appropriate,
rather than the otherwise applicable
requirements of 40 CFR parts 89 and
1039, as indicated in sections §§60.4201(f)
and 60.4202(g) of this subpart.

(c) Manufacturers, owners and opera-
tors of stationary CI ICE that are lo-
cated in areas of Alaska not accessible
by the FAHS may choose to meet the
applicable emission standards for
emergency engines in §60.4202 and
§60.4205, and not those for non-emer-
gency engines in §60.4201 and §60.4204,
except that for 2014 model year and
later non-emergency CI ICE, the owner
or operator of any such engine that was
not certified as meeting Tier 4 PM
standards, must meet the applicable re-
quirements for PM in §60.4201 and
§60.4204 or install a PM emission con-
trol device that achieves PM emission
reductions of 85 percent, or 60 percent
for engines with a displacement of
greater than or equal to 30 liters per
cylinder, compared to engine-out emis-
sions.

(d) The provisions of §60.4207 do not
apply to owners and operators of pre-
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2014 model year stationary CI ICE sub-
ject to this subpart that are located in
areas of Alaska not accessible by the
FAHS.

(e) The provisions of §60.4208(a) do
not apply to owners and operators of
stationary CI ICE subject to this sub-
part that are located in areas of Alaska
not accessible by the FAHS until after
December 31, 2009.

(f) The provisions of this section and
§60.4207 do not prevent owners and op-
erators of stationary CI ICE subject to
this subpart that are located in areas
of Alaska not accessible by the FAHS
from using fuels mixed with used lubri-
cating oil, in volumes of up to 1.75 per-
cent of the total fuel. The sulfur con-
tent of the used lubricating oil must be
less than 200 parts per million. The
used lubricating oil must meet the on-
specification levels and properties for
used oil in 40 CFR 279.11.

[76 FR 37971, June 28, 2011]

§60.4217 What emission standards
must I meet if I am an owner or op-
erator of a stationary internal com-
bustion engine using special fuels?

Owners and operators of stationary
CI ICE that do not use diesel fuel may
petition the Administrator for ap-
proval of alternative emission stand-
ards, if they can demonstrate that they
use a fuel that is not the fuel on which
the manufacturer of the engine cer-
tified the engine and that the engine
cannot meet the applicable standards
required in §60.4204 or §60.4205 using
such fuels and that use of such fuel is
appropriate and reasonably necessary,
considering cost, energy, technical fea-
sibility, human health and environ-
mental, and other factors, for the oper-
ation of the engine.

[76 FR 37972, June 28, 2011]
GENERAL PROVISIONS
§60.4218 What parts of the General

Provisions apply to me?

Table 8 to this subpart shows which
parts of the General Provisions in
§§60.1 through 60.19 apply to you.
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DEFINITIONS

§60.4219 What definitions apply to this
subpart?

As used in this subpart, all terms not
defined herein shall have the meaning
given them in the CAA and in subpart
A of this part.

Certified emissions life means the pe-
riod during which the engine is de-
signed to properly function in terms of
reliability and fuel consumption, with-
out being remanufactured, specified as
a number of hours of operation or cal-
endar years, whichever comes first.
The values for certified emissions life
for stationary CI ICE with a displace-
ment of less than 10 liters per cylinder
are given in 40 CFR 1039.101(g). The val-
ues for certified emissions life for sta-
tionary CI ICE with a displacement of
greater than or equal to 10 liters per
cylinder and less than 30 liters per cyl-
inder are given in 40 CFR 94.9(a).

Combustion turbine means all equip-
ment, including but not limited to the
turbine, the fuel, air, lubrication and
exhaust gas systems, control systems
(except emissions control equipment),
and any ancillary components and sub-
components comprising any simple
cycle combustion turbine, any regen-
erative/recuperative cycle combustion
turbine, the combustion turbine por-
tion of any cogeneration cycle combus-
tion system, or the combustion turbine
portion of any combined cycle steam/
electric generating system.

Compression ignition means relating
to a type of stationary internal com-
bustion engine that is not a spark igni-
tion engine.

Date of manufacture means one of the
following things:

(1) For freshly manufactured engines
and modified engines, date of manufac-
ture means the date the engine is origi-
nally produced.

(2) For reconstructed engines, date of
manufacture means the date the engine
was originally produced, except as
specified in paragraph (3) of this defini-
tion.

(3) Reconstructed engines are as-
signed a new date of manufacture if the
fixed capital cost of the new and refur-
bished components exceeds 75 percent
of the fixed capital cost of a com-
parable entirely new facility. An en-
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gine that is produced from a previously
used engine block does not retain the
date of manufacture of the engine in
which the engine block was previously
used if the engine is produced using all
new components except for the engine
block. In these cases, the date of manu-
facture is the date of reconstruction or
the date the new engine is produced.

Diesel fuel means any liquid obtained
from the distillation of petroleum with
a boiling point of approximately 150 to
360 degrees Celsius. One commonly
used form is number 2 distillate oil.

Diesel particulate filter means an emis-
sion control technology that reduces
PM emissions by trapping the particles
in a flow filter substrate and periodi-
cally removes the collected particles
by either physical action or by oxi-
dizing (burning off) the particles in a
process called regeneration.

Emergency stationary internal combus-
tion engine means any stationary inter-
nal combustion engine whose operation
is limited to emergency situations and
required testing and maintenance. Ex-
amples include stationary ICE used to
produce power for critical networks or
equipment (including power supplied to
portions of a facility) when electric
power from the local utility (or the
normal power source, if the facility
runs on its own power production) is
interrupted, or stationary ICE used to
pump water in the case of fire or flood,
etc. Stationary CI ICE used to supply
power to an electric grid or that supply
power as part of a financial arrange-
ment with another entity are not con-
sidered to be emergency engines.

Engine manufacturer means the manu-
facturer of the engine. See the defini-
tion of ‘“manufacturer’ in this section.

Fire pump engine means an emergency
stationary internal combustion engine
certified to NFPA requirements that is
used to provide power to pump water
for fire suppression or protection.

Freshly manufactured engine means an
engine that has not been placed into
service. An engine becomes freshly
manufactured when it is originally pro-
duced.

Installed means the engine is placed
and secured at the location where it is
intended to be operated.

Manufacturer has the meaning given
in section 216(1) of the Act. In general,
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